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DOSAPLUS 7N
Proportional dosing system with ready-to-use
polyphosphate refill for the protection of heating system.

Antiscale/Anticorrosive

Maximum operating temperature:
45°C (113°F)

Minimum operating temperature:
4°C (39,2°F)

Maximum working pressure:
8 bar (116 psi)

Max total hardness:
35°f (350 ppm CaCO3)

POU

Water
Heaters

Heat
Pump

DOSAPLUS 7N polyphosphate dosing system + 
FDM-3 magnetic sludge removal filter
Problems solved:
• Prevents metal particles and impurities from circulating in the system
• Keeps limescale from forming
• Prevents breakages and faults

Advantages:
• Maximum efficiency and maximum thermal performance of the system
• Energy saving
• Reduced maintenance costs
• Longer lasting plant

Cold
water

FDM-3
Magnetic sludge removal Filter for removing magnetic
and non-magnetic particles.

Maximum operating temperature:
4°C (39.2°F) ÷ 90°C (190°F)

Maximum working pressure:
3 bar (43 psi) a 90°C (194°F)

Filter rate:
500 µm

POU

Water
Heaters

Hot
water

Eliminates magnetic sludge/ferrous
and non-ferrous residues
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HEAT PUMP KIT 360°
for the protection of the house heat pump
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